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Pedestals for raised floors with integrated 
system that allows the transition from 
self-levelling to ƒxed head positioning.

Patented system

Patented system

Fixed head pedestals for raised 
floors.
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RAISED FLOORS

The installation of raised floors offers beneƒts that go beyond simple aesthetics. Piping, wiring and drains are 
located below the ƒnished floor where all water management and other mechanical functions occur which allows 
for a uniform floor. Further, tile can be easily removed to allow access to these elements while providing high load 
capabilities. Proƒlitec’s uptec system is the best solution for outdoor raised floors such as terraces, gardens, pool 
sides, verandas and public places.

Completely level floorAll mechanical elements hidden

Efƒcient water management High load resistance
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Applications

Terraces
Poolsides
Roof decks
Walkways

Gazebo
Hot tubs
Gardens
Bars and restaurants
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SELF-LEVELLING AND FIXED 
HEAD PEDESTALS
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Uptec pedestals consist of self-leveling and ƒxed head 
supports that are adjustable in height. Based on the 3-in-1 
concept, uptec includes 3 base items that minimize inventory 
levels. The uptec system can be assembled to any height and 
compensate for up to 5% slope of a structure’s surface.
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SUPAS

SUPAL

SUPAR

SUPA2 SUPA4 SUPAW
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Standard pedestal

Low pedestal

Modular ring

combinable with

Head with 3/32” 
(2 mm) tabs

Head with 3/16” 
(4 mm) tabs

Head to be fixed on 
wooden joists
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Integrated ring to 
transition from 
self-levelling to 
ƒxed head

SUPAR stackable 
modular ring

Threaded body

Base

COMPOSITION
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SUPAS

SUPAR

SUPAL SUPAS SUPAS + 1 SUPAR SUPAS + 2 SUPAR SUPAS + 3 SUPAR SUPAS + 1 SUPAR120
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The combination of the three base elements along with the special self-levelling or ƒxed head, enables uptec to 
reach any height regardless of the sloped surface (5%), providing exeptional versatility.

HEIGHT PROGRESSION

1 1/8”-1 11/16”
28-43 mm

1 11/16”-2 1/4”
43-58 mm

2 1/4”-3 1/2”
58-88 mm

3 1/2”-4 5/8”
88-118 mm

4 5/8”-5 3/4”
118-148 mm

5 3/4”-7”
148-178 mm
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Stackable modular rings designed to meet any installation height (from 2 1/4” - 58 mm).

1 SUPAR
+ 1 3/16”
(+ 30 mm)
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SELF-LEVELLING AND FIXED HEAD

The uptec system incorporates an innovative solution that allows a quick and accurate transition from a self-
levelling to a ƒxed head position with a simple turn of the integrated center ring.

SELF-LEVELLING

5% SLOPE 0% SLOPE

FIXED

Self-levelling to ƒxed head

Tab removal

Height adjustment

SUPAK MULTIFUNCTION KEY
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FEATURES AND FUNCTIONS

Height adjustment is achieved 
on the surface of the pedestal 
using the SUPAK key even 
when all tiles are installed

Resistance to loads up to 
3086 lb (1400 kg)

Simple integrated mechanism 
to transition from self-levelling 
to fixed head

Markings on the base allow 
corner and perimeter placement

Modularity
Adjustable height

Load resistance

Self-levelling and fixed head

Pre-cut base

Interchangeable heads

Add SUPAR ring to increase the 
height of the pedestal

Interchangeable heads for 
standard, wood or aluminum joist 
installations

Low environmental impact

Made completely from recycled 
and recyclable material

Heads are equipped with anti-slip 
and anti-noise rubber to reduce 
impact sound

Anti-slip and anti-noise
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Uptec FX consist of ƒxed head supports that are 
adjustable in height for the realization of raised 
floors. Based on the 3-in-1 concept, uptec FX 
includes 3 base items that minimize inventory 
levels. The uptec FX system can be assembled 
to any height of a structure’s surface.

FIXED HEAD PEDESTALS
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The ideal solution in terms of ease of use in the case of 
large, horizontal and planar surfaces.
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SUPA2FX SUPA4FX SUPAWFX

SUPASFX

SUPAR

SUPALFX
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Standard pedestal

Modular ring

Low pedestal

combinable with

Head with 3/32” 
(2 mm) tabs

Head with 3/16” 
(4 mm) tabs

Head for wooden 
joists
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Bicomponent head

SUPAR stackable 
modular ring

Threaded body

Base

COMPOSITION
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SUPALFX SUPASFX SUPASFX + 1 SUPAR SUPASFX + 2 SUPAR SUPASFX + 3 SUPAR SUPASFX + 1 SUPAR120

1

2

2
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HEIGHT PROGRESSION

Tab removal

Height adjustment

SUPAK MULTIFUNCTION KEY

The combination of the three base elements enables uptec to reach any height providing exeptional versatility.

1 1/8”-1 11/16”
28-43 mm

1 11/16”-2 1/4”
43-58 mm

2 1/4”-3 1/2”
58-88 mm

3 1/2”-4 5/8”
88-118 mm

4 5/8”-5 3/4”
118-148 mm

5 3/4”-7”
148-178 mm














































































